








LIGHTSELECT - CHOOSE THE ONE

pureSunlight vitaSun hybridSun extraSun

Intensive sunlight for ideal
tanning results.

extraSunlight
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Sunlight with high UVB content for
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pigment development and vitamin D
production.
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Activating blue light prepares the
skin for a tanning session.

smartSunlight I

g Intensive sunlight combined with
soothing beauty light.
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£ SunSphere Pro Facials
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£ Perfectly balanced spectrum of
X’ UVA-LEDs, Nano Beauty-LEDs
and UVB-LEDs > 1000 Nano Blue LEDs > 2000 Nano Beauty LEDs > 2000 Nano Beauty LEDs
m
@ SunSphere Shoulders > 1000 Nano Beauty LEDs
. A\ | /7
Balanced spectrum of UVA- ngh’rse|ec’r
and Beauty-LEDs.
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COLORFUL
SUMMER VIBES

For maximum tanning perfor-
mance across three spectral rang-
es. The new blueSunlight activates
the skin and enhances the effects
of red light and UV. In addition,
it utilizes the visible range above
400nm to achieve even better
direct pigmentation. The result: a
natural looking tan and increased
vitality.

SunSphere Pro SunSphere
Facials Shoulders
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= SUNSPHERE PRO

BLUE LEDs ACTIVATE IN THE UV CONFIGURATION VITASUN
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In the facial area of the K9S, the activating effect of
blueSunlight is also intfroduced. SunSphere Pro in the vitaSun
configuration replaces half of the red Nano Beauty LEDs with
Blue Nano LEDs. In addition, the new UVB-LEDs have a blue
tone. The result is an excellent natural looking tan.
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SunSphere Pro
UVA-LEDs

Nano
Beauty LEDs
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Blue Nano
LEDs

SunSphere Pro
UVB-LEDs

Lamp equipment



TECHNICAL DATA

2.232 mm

1.400 mm

] 1.600 mm

1.480 mm

2.300 mm
Dimensions (mm) Length x Width x Height
Closed: 2.300 mm x 1.480 mm x 1.600 mm
Open: 2.300 mm x 1.400 mm x 2.232 mm
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DEVICE-SPECIFIC DATA

Maximum power consumption 12,3 kW

Maximum power consumption 11,0 kW
(without aircon)

GENERAL DATA
Weight ca. 645 kg (incl. aircon)
Bed pane max. load capacity max. 150 kg

Bed pane dimensions 2.035 mm x 1.164 mm

Electrical data Connection
Netzspannung 400V /~3N /50 Hz
Breaker K-Automat 3-polig / 3 x 25 A mit FI (RCD)

Ambient conditions - In dry rooms (booths) with sufficient airing and ventilation

2.500 mm (Width) x 2.200 mm (Depth)

Recommended room size:

Maximum relative air humidity: 70%
Maximum room temperature: 30°C
Minimal distance to side walls: 100 mm
Minimum room height: 2.400 mm
Distance to backwall: 0 mm

"DESIGN

IS COMMUNICATION.
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This is no pure styling, the process started from
the technology, from the inside of the product,
and evolved into a new DNA and creation
of a new family of products, all recognizable
and unique but all fitting each other’s. The new
design is pure but mostly modular, created to
make every machine unique ™.
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KBL GmbH - The Beauty & Health Company - Ringstra3e 24-26 - 56307 Dernbach
fon +49 (0) 26 89 - 94 26 - 0 - fax +49 (0) 26 89 - 94 26 - 66 - e-mail: info@kbl.de

www.megaSun.de
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